
 

 Page1 from 3

PRODUCT INFORMATION
Version date: 12/04/2025

 

BANGKIRAI OIL CLASSIC 

1. PRODUCT DESCRIPTION 
Natural oil-based deep impregnation. For outdoor use. Transparent pigmented in Bangkirai color. 
For impregnating wooden terraces made of all types of wood and WPC. Also suitable for treating 
garden furniture and other outdoor wooden objects. 
 

− High penetration capacity. 
− The wood is protected against direct water absorption, but remains open-pored and breathable. 
− Additional UV protection for the wood. 
− No added biocidal agents, therefore suitable for surfaces that come into contact with skin. 

 
2. APPLICATION 

When applying, ensure that the outside temperature is at least 10°C and that the weather is dry. 
Sand down old paintwork beforehand. Wipe the entire surface to be treated with water and allow 
to dry. 
Shake well. Apply evenly with a flat brush, paintbrush, or cloth in the direction of the grain until 
the wood is saturated. Spread well, do not create layers. Allow to soak into the end grain. Repeat 
application after drying on highly absorbent surfaces. 
 
Notes: 

− In the case of softwoods and tropical woods, wood constituents can cause drying delays or visual 
impairments. 

− Pre-wetting the floor before oiling is recommended and improves durability. Wet the entire 
surface of the wood with a damp cloth and wipe it down. After a short drying time, the floor will 
be visually dry and can be oiled without sanding. 
 

3. CONSUMPTION 
100 ml/m² (10 m²/l). 
Higher consumption is possible on rough or absorbent substrates. Significantly lower 
consumption for optional subsequent applications. 
 

4. DRYING TIME 
Can be walked on and further processed after approx. 24 hours. Low temperatures, increased 
humidity, poor ventilation, and wood constituents that delay drying can significantly prolong the 
drying time. 
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5. STORAGE 
Store in a cool, dry place. Keep out of reach of children. 
Remove any skin that may have formed before use. 
 

6. TECHNICAL DATA 
Ingredients: natural vegetable oils (such as linseed oil, safflower oil, hemp oil) / modified 
vegetable oils / pigments / aliphatic hydrocarbons / glycol ethers / lead-free drying agents 
Decopaint 2004/42/IIA(f)(700)700 / GISCODE Ö60 (oils/waxes, high solvent content, deodorized) 
ADR/RID: Not classified as dangerous goods according to transport regulations. 
CLP/GHS: GHS08, Danger. May be fatal if swallowed and enters airways. 
For further information on labeling and safe handling, please refer to the safety data sheet. 
Even when using low-pollutant products, observe the usual precautions. Keep away from 
children. Empty containers can be disposed of with household waste or in recycling. 
 

7. SPECIAL NOTES 
− Warning! Risk of spontaneous combustion of oil-soaked work materials, such as cloths, fleece, 

sanding dust, etc. Seal these in airtight metal containers or soak them in water and dispose of 
them in a fireproof manner. The oil itself is not self-igniting. 

− All data at 23°C/50% rH/3 air changes per hour. Conditions on site may vary and cause different 
results. Reference wood: oak. 

− Oiled surfaces have an odor. The odor diminishes as the wood dries over the course of several 
days. Ventilate rooms well in the initial period after oil treatment. 

− The product is not formulated with biocidal active ingredients and is therefore not a wood 
preservative within the meaning of the Biocidal Products Regulation. 
 

8. CROSS-REFERENCES 
Our following publications in their current form are considered part of this data sheet: 

− General information on the use of eukula surface products. 
− Safety data sheet available on request. 

www.dr-schutz.com / The printed materials listed, as well as this product information in its 
current form, are available on the homepage or on request from the address below. 
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eukula – contact us 
Headquarters Dr. Schutz GmbH tel 
Germany Holbeinstraße 17 fax 
 53175 Bonn email: zentrale@dr-schutz.com 
 Germany www.dr-schutz.com 
   
Switzerland Reinwall GmbH  
 9500 Wil, Switzerland  
 Factory representative for Switzerland and tel +41 (44) 5334500 
 Liechtenstein: fax +41 (44) 5334501 
 Floor Concept GmbH email: info@floorconcept.ch 
  www.floorconcept.ch 
   
Austria Contact: Michael Neubauer tel +43 (664) 3562985 
  Fax +43 (463) 265526-8178 
  email: mne@dr-schutz.com 

 
Our application-related advice is provided to the best of our knowledge and in accordance with the latest state of the art. 
Therefore, if our products are used in accordance with the specified application instructions and the procedure we recommend for the materials 
for which these products are intended, no damage will occur. 
However, the use of our products is beyond our control, is your own responsibility, and does not exempt you from your own examination of the 
products we supply to determine their suitability for the intended processes and purposes. 
Our advice is therefore non-binding and cannot be used as a basis for liability claims against us, including with regard to any third-party 
property rights. 
The relevant recommendations, guidelines, and standards, as well as the recognized rules of technology, must be observed. 
 
 
 
 

 


