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UNIVERSAL GARDEN PAINT 

1. PRODUCT DESCRIPTION 
UNIVERSAL GARDEN PAINT, ideal for easy protection and decoration of all your outdoor 
surfaces. The water-based, high-performance formula ensures excellent adhesion to many 
different surfaces and materials such as wood, metal, and plastic. It offers high resistance to 
weathering and mechanical stress. Thanks to the unique "quick-drying formula," the work can be 
completed within a day. 
 

− Suitable for: all types of wood, iron, galvanized iron, aluminum, steel, zinc, plastic, PVC 
− Garden furniture, window shutters, flower pots, fences, water pipes, and much more. 
− Can also be used on old surfaces such as acrylic paints or varnishes, factory coatings such as 

powder coatings, etc. 
− Very good adhesion even without primer 
− High UV resistance and resistance to mechanical stress, as well as increased impact resistance  

 
Available colors in semi-matt gloss: traffic white, cream beige, chocolate brown, moss green, 
pale green, traffic blue, Swedish red, window gray, anthracite gray 
Available containers: 1.0 L, 2.5 L 
Primer options: Direct application without special primer. 
 

2. APPLICATION 
Substrates must be stable, clean, grease-free, and dry.  
 

Step 1 – Preparation 
 
− Wood: Sand finely with 120 to 150 grit sandpaper and remove dust. Exotic woods such as teak 

should also be washed with acetone and allowed to dry thoroughly. 
− Metal (iron, aluminum, steel, zinc, etc.): remove any loose rust or welding residue 

beforehand. Degrease the surface thoroughly, e.g., with acetone. 
− Galvanized metal: must be stored outdoors for six months or have been stored outdoors for 

six months and thoroughly degreased, e.g., with acetone. 
− Plastic and PVC: Sand with 120-grit sandpaper, remove dust, and degrease thoroughly with 

acetone, for example. 
− Old substrates: must be sanded and dusted. Non-adhering old coatings must be removed, 

regardless of the material.  
Step 2 – Application 
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− Stir the material well before use.  
− Apply two generous coats undiluted using a brush or roller. Always apply to wood in the 

direction of the wood grain. 
− If necessary, a fine intermediate sanding can be carried out between coats. 
− After a drying time of more than 48 hours between coats, intermediate sanding must be 

carried out. 
− When applying with a paint sprayer or spray gun, dilute with up to 5% water. 

 
Notes: 
 

− Do not use at temperatures below 12°C or above 25°C. 
− Check the weather conditions before starting work. The weather conditions should have been 

good for at least three days before application so that, for example, wood can dry sufficiently.  
− After application, there must be no rain for 24 hours. 
− Do not apply to rust converters or sandblasted metal. 
− Use only outdoors or in well-ventilated areas. 
− If you are unsure about its suitability, seek technical advice. 
− Tools can be cleaned with water. 

 
3. CONSUMPTION 

1.0 liter is sufficient for approx. 12 m² per coat. 6 m² with two coats. 
 

4. DRYING 
Drying time between coats: 4 hours 
Touch dry: 1 hour 
Completely dry and weatherproof: 24 hours 
 
General information on drying and coating sequence: 
 

− Low temperatures, high humidity, and poor ventilation can significantly prolong the drying time. 
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5. STORAGE 
− Protect from frost, heat, and moisture.  
− Keep out of reach of children. 
− Store in the original packaging and close carefully after use. 
− Shelf life in unopened original container from date of manufacture: 12 months 

 
 

6. TECHNICAL DATA 
Ingredients: Contains preservatives: Contains mixture of: 5-CHLORO-2-METHYL-2H-ISOTHIAZOL-
3-ONE; 2-METHYL-2H-ISO-THIAZOL-3-ONE (3:1) and 3-IODO-2-PROPYNYL BUTYLCARBAMATE and 
1,2-BENZISOTHIAZOL-3(2H)-ONE. If medical advice is needed, have product container or label at 
hand. Keep out of reach of children. Use only outdoors or in well-ventilated areas.  
EU limit value for this product (Cat. A/i): 140 g/l. This product contains a maximum of 49 g/l V.O.C. 
ADR/RID: Not classified as dangerous goods according to transport regulations. 
CLP/GHS: Not subject to labeling requirements. 
Microplastics regulation: Do not dispose of residues or washing water in the drain. Clean work 
equipment mechanically after use (e.g., cloths); dispose of hardened residues as solid waste. For 
further information on labeling and safe handling, please refer to the safety data sheet. Even 
when using low-pollutant products, observe the usual precautions. Keep away from children. 
Empty containers can be disposed of with household waste or in recycling. 
 

7. SPECIAL NOTES 
− The information provided is for informational purposes only. It does not constitute a guarantee 

on our part, nor do we accept any liability for the use of the products. 
− The end result and its quality, as well as the durability, depend on the correct handling of the 

product by the respective user. 
− It is recommended that test areas be created to check suitability.  
− Please note the batch number. Only use products with the same batch number in one layer. If 

using different batches, mix the product in a separate container before use. 
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8. CROSS-REFERENCES 
Our following publications in their current form are considered part of this data sheet: 

− Safety data sheet available on request. 
www.eukula.com / The printed materials listed, as well as this product information in its current 
form, are available on the homepage or on request from the address below. With this product 
information, all previous product information on this product loses its validity. 
 
 
 
 
 
 
 

eukula – contact us 
Headquarters Dr. Schutz GmbH tel 
Germany Holbeinstraße 17 fax 
 53175 Bonn email: zentrale@dr-schutz.com 
 Germany www.dr-schutz.com 
   
Switzerland Reinwall GmbH  
 9500 Wil, Switzerland  
 Factory representative for Switzerland and tel +41 (44) 5334500 
 Liechtenstein: fax +41 (44) 5334501 
 Floor Concept GmbH email: info@floorconcept.ch 
  www.floorconcept.ch 
   
Austria Contact: Michael Neubauer tel +43 (664) 3562985 
  Fax +43 (463) 265526-8178 
  email: mne@dr-schutz.com 

 
Our application-related advice is provided to the best of our knowledge and in accordance with the latest state of the art. 
Therefore, if our products are used in accordance with the specified application instructions and the procedure we recommend for the materials 
for which these products are intended, no damage will occur. 
However, the use of our products is beyond our control, is your own responsibility, and does not exempt you from testing the products we supply 
for their suitability for the intended processes and purposes. 
Our advice is therefore non-binding and cannot be used as a basis for liability claims against us, including with regard to any third-party 
property rights. 
The relevant recommendations, guidelines, and standards, as well as the recognized rules of technology, must be observed. 


