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1 PRODUCT DESCRIPTION 

 Hard wax oil. Based on modified alkyd resins and natural oils and waxes. Quick-drying, layer building sealer for 
sanded wood and parquet floors. Matt finish. To be applied by roller. 

 Good penetration, elastic film. Emphasizes the wood grain.  
Ideal in combination with oil hardener Master OilPlus, in order to achieve an especially hard-wearing surface and 
quick drying (e.g. for more heavily used areas). As a 2C-variant it is only available for professional users. 
 

2 AREAS OF APPLICATION 

 Suitable for wood and parquet floors, as well as for cork floors and OSB (oriented strand boards).  

 Not sealable with strato waterbased lacquers. 
 

3 APPLICATION 

 Stir Master Hardwax Oil thoroughly. Apply the oil evenly with the roller  or brush, whereby the oil must be worked 
firmly into the wood, repeatedly wet-in-wet. Work speedily, not allowing the oil to dry, so that overlapping marks 
are avoided. Allow the first application to dry for a minimum of 16 hours. In the case of drying times of longer than 
24 hours, sand the floor before the second application to create a matt surface (abrasive mesh min. 180 grain or 
HP-abrasive pad 240 grain). Be careful not to sand through the first coat. Carry out the second application with a 
Oil-Roller, whereby you should speedily roll out evenly and thinly in the direction of the grain. Always work wet-in-
wet. 
When using a 2C-application, mix Master Hardwax Oil and Master OilPlus in a ratio of 25:1 (40 ml hardener to 1 
litre oil), stirring thoroughly and adding the hardener to the oil. Work speedily using a roller application as 
described above. Mix a quantity of no more than can be used within one hour (pot life). 

 - Pre-watering the wood is recommended and improves hard-wearing and resistance properties (*). 
- The professionally sanded and grouted  wood surface must be in a clean, dry condition, free of oil, wax 

and dust.  
- In the case of soft and tropical woods escaping resin can lead to delays in drying, or adversely affect visual 

appearance.  
- On cork floors and exotic wood, always carry out the first application in combination with Master OilPlus.  
- During application and drying, ensure there is adequate ventilation, but avoid draughts and strong 

sunlight and protect the surface from dust. Switch off under-floor heating well in advance. Begin work on 
the side of the main light incidence (i.e. as a rule on the window side) and work away from the light. 
Before rolling, thinly paint corners and hard-to-get-to places, which cannot be worked on effectively with 
the roller, with a flat brush, then directly roll over those areas as far as possible. 

  

4 CONSUMPTION 

 approx. 80-100 ml/m² (range: 10-12 m²/l) for two applications. 

 Higher consumption is possible in the case of coarse sanding, wider joints and highly absorbent wood. 
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5 DRYING TIME 

 Can be walked on carefully, or worked on again, after about 16 hours (at 23 °C, 50% relative humidity and air 
movement). The area should not be mopped wet in the first 7 days afterwards. After 10 days at the earliest 
carpets can be laid on the floor. 

 Low temperatures, increased humidity, poor ventilation and drying inhibiting wood ingredients can extend the 
drying time substantially. 
The use of a ventilator is recommended to improve oil hardening. 
 

6 CLEANING / CARE 

 After complete oil hardening, use Master Clean for cleaning and Master Polish for care. Please observe the 
eukula-care instructions for sealed / coated wood floors. 

  

7 STORAGE 

 Store in a cool, dry place. Will keep for 12 months in unopened, original canister from the date of manufacture. 
Keep coating materials out of the reach of children. 

  

8 TECHNICAL DATA 

 Contains substances: natural oils and waxes, modified vegetable oils, hydrocarbons, drying agents free of lead and 
cobalt. 
voc (g/l) <450 (ISO11890) / 2004/42/IIA(i)(500)500 
ADR/RID: class III, UN 1263.  
CLP: GHS02, Warning. H226 Flammable liquid and vapour. P101 If medical advice is needed, have product 
container or label at hand. P102 Keep out of reach of children. P103 Read label before use. P210 Keep away from 
heat, hot surfaces, sparks, open flames and other ignition sources. No smoking. P241 Use explosion-proof 
electrical/ventilating/lighting/equipment. P280 Wear protective gloves/protective clothing/eye protection/face 
protection. P240 Ground/bond container and receiving equipment. P303+P361+P353 IF ON SKIN (or hair): Take off 
immediately all contaminated clothing. Rinse skin with water/shower. P501 Dispose of contents/container in 
accordance with local/regional/national/international regulations. EUH066 Repeated exposure may cause skin 
dryness or cracking. 

  

8 SPECIAL NOTES 

 - Warning! Danger of self-combustion of oil-soaked working materials, such as cloths, fleeces, sanding 
dust, etc. These should be enclosed in an air-tight metal container, or soaked with water and disposed of 
in a fire-safe way. The oil itself is not self-combusting. 

- Please pay attention to the printed batch number. Only use products with the same batch number in one 
layer. In the case of a different batch, mix this in a separate container before using.  

 - Oiled surfaces smell. The smell diminishes with increasing drying in the course of days. In the initial time 
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after an oil treatment ventilate the rooms well. 

 

9 CROSS-REFERENCE 

 Our following publications in their updated form are valid as an integral part of this fact sheet:  
- General notes on the application of eukula finishes 
- Safety data sheet available on request. 
The quoted printed matter, as well as this product information in its updated form, is available on our homepage 
www.eukula.com or on request from the address quoted below. 

 

eukula – We Care About Wood Floors 
 
Headquarter 
CC-Dr. Schutz GmbH 
Holbeinstraße 17 
D-53175 Bonn 
Tel.: + 49 228 / 95 35 2-40 
Fax: + 49 228 / 95 35 2-46 
E-Mail: export@dr-schutz.com  
www.dr-schutz.com 

UK 
Dr. Schutz U.K Ltd. 
Unit 24, Anglo Business Park, 
Smeaton Close, Aylesbury Bucks 
HP19 8UP 
 
Contact: Richard Nelson 
Tel.: 0044 / 1296 437827 
Fax: 0044 / 1296 334219 
E-Mail: richard@dr-schutz.com 

Ireland 
Dr. Schutz Ireland 
35 Pic Du Jer Park, 
Ballinlough, Cork 
 
Contact: Paul O’Reardon 
Mobile: 0877678388 
E-Mail: 
drschutzireland@gmail.com 

North America 
Schutz NA 
4701 Bath St 46, Philadelphia 
PA 19137, USA 
 
Contact: Sam Jamison 
Tel.: 001 / 877 272 4889 
Mobile: 001 / 215 510 7874 
E-Mail: sam@schutzNA.com 

 
The above advice for technical application is given to the best of our knowledge and according to the latest state of technology. 
Therefore, if our products are used carefully heeding the advice given on their application, as well as following our suggested 
procedures with the materials intended for use with these products, no damage shall occur. However, our products are used outside 
and beyond our possible control, and are therefore subject to your own responsibility, which does not release you from the obligation 
to check for yourself whether our supplied products are suitable for your intended purpose and procedure. Therefore our notes and 
advice are not legally binding and cannot be used against us as grounds for liability - which includes the rights and protection of any 
third party. The relevant recommendations, guidelines and standard norms are to be observed, as well as the recognized technical 
rules. On publication, this product information replaces and supersedes the validity of any previous versions. 
 


